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RE: W Wa. Code §228-2-40(8)

V', Wz Code §224.2.4008) and Title 3€, Series 12 Socton 4.3 stgtes "all
unatlended uvnderground leadng points where electic-griven nydraglic systems are
used shall vtilize a fireprocf ol or emulsion”,  Fireproof oile usualy contain esters
which could be harmful to any nosferrows metal inside the pump and would probably
requirg Ihe system to be rebuit to remove the brass and change the seals. Emulsion

s oil may alsc cause the components to wear oul at an iscreased rata.

Therefare, | recommrend walvers Be granted for ese sysiems to use MSHA
approved fire-resistant nydrauic ol instead ef the fireprocf or emulsion cil specified
aocve,

In addition ta wzing firg fesistart oil, | 2150 r&cornmend the fallowing conditions
1o be adhered L

1. Move unattendad elactic-criven hydraulic units at least two feet (2°)
from eoal ribs, eombustble materials and ignition scurces: ar build a
four mneh (47 thick solid block wall where clearance is limited.

2. As pat af 2 chemice! fire suppressan systam install enough
chemical camsters ta prowvide adequate coverage fop each unit such
as tarsion winches, bel brakes, bal take-uas, et

2. Centzr {he chemical bre scporession system canisters over the
aquipment and harng canisters with chain or wirs,

4. Insta’l one 30 square foot chemical fire supgression system far
each hydraulic brake anit
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Provide fire resisiant hozes fo- zl w-attended e'ectric-driven
mydraulic aystems,

8. Promptly clean up spillad lubricgnis at all hydraclic units.
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